	CLP0564(Frio)
	  <b>- Intel Socket
LGA 1366</b> 
 Core i7
<b>LGA 1156</b> 
 Core i7
 Core i5
 Core i3
<b>LGA 775</b>
 Core 2 Extreme
 Core 2 Quad 
 Core 2 Duo 
 Pentium D 
 Pentium 4 
 Pentium 
 Celeron D 
 Celeron 

<b>- AMD Socket</b> 
AM3
 Phenom II X6
 Phenom II X4 
 Phenom II X3
 Phenom II X2 
<b>AM2+ / AM2</b>
 Phenom X4 
 Phenom X3
 Athlon 64 FX    
 Athlon 64 X2 
 Athlon 64   
 Sempron

	CLP0548(V1)
	<b>Intel Socket LGA 1366</b> 
Core i7 
<b>Intel Socket LGA 775</b> 
Core 2 Extreme
Core 2 Quad 
Core 2 Duo 
Pentium D 
Pentium 4        
Pentium 
Celeron D 
Celeron
<b>AMD Socket AM3 / AM2 / AM2+</b> 
Phenom II X6
Phenom II x4 
Phenom II x3 
Phenom
Athlon 64 FX 
Athlon 64 X2 
Athlon 64 
Sempron

	CLP0568(Contac 29)
	<b>- Intel Socket</b>
<b>LGA 1366</b> 
Core i7
<b>LGA 1156</b>
Core i7
Core i5 
Core i3 
<b>LGA 775</b>
Core 2 Extreme
Core 2 Quad 
Core 2 Duo 
Pentium D 
Pentium 4 
Pentium 
Celeron D 
Celeron 

<b>- AMD Socket</b> 
<b>AM3</b>
Phenom II X6
Phenom II x4 
Phenom II x3 
<b>AM2 / AM2+ / 939 / 754</b>
Phenom
Athlon 64 FX    
Athlon 64 X2 
Athlon 64   
Sempron

	CLP0554(SpinQ VT)
	<b>Intel Socket LGA 1366</b> 
Core i7

<b>Intel Socket LGA 1156</b>
Core i7
Core i5
Core i3

<b>Intel Socket LGA 775</b>
Core 2 Extreme
Core 2 Quad 
Core 2 Duo 
Pentium D 
Pentium 4 
Pentium 
Celeron D 
Celeron 

<b>AMD Socket AM3</b>
Phenom II X6
Phenom II x4 
Phenom II x3 

<b>AMD Socket AM2 / AM2+ / 939 / 754</b>
Phenom
Athlon 64 FX    
Athlon 64 X2 
Athlon 64   
Sempron

	CLP0539(ISGC-300)
	  <b>Intel Socket LGA1366</b>
  Core i7 

<b>Intel Socket LGA1156</b>
  Core i7 
  Core i5 
  Core i3    

<b>Intel Socket LGA 775</b> 
Core 2 Extreme
Core 2 Quad 
Core 2 Duo 
Pentium D 
Pentium 4        
Pentium 
Celeron D 
Celeron

<b>AMD Socket AM3 /AM2 / AM2+ </b> 
Phenom II X6
Phenom II x4 
Phenom II x3 
Phenom
Athlon 64 FX 
Athlon 64 X2 
Athlon 64 
Sempron

	CLP0540(ISGC-400)
	  <b>Intel Socket LGA1366</b>
  Core i7 

<b>Intel Socket LGA1156</b>
  Core i7 
  Core i5 
  Core i3   

<b>Intel Socket LGA1366</b>
  Core i7 

<b>Intel Socket LGA 775</b> 
Core 2 Extreme
Core 2 Quad 
Core 2 Duo 
Pentium D 
Pentium 4        
Pentium 
Celeron D 
Celeron

<b>AMD Socket AM3 /AM2 / AM2+ </b> 
Phenom II X6
Phenom II x4 
Phenom II x3 
Phenom
Athlon 64 FX 
Athlon 64 X2 
Athlon 64 
Sempron

	CL-P0466(SpinQ)
	<b>Intel Socket LGA 1366</b> 
Core i7

<b>Intel Socket LGA 1156</b>
Core i7
Core i5
Core i3
<b>Intel Socket LGA 775</b> 
Core 2 Extreme
Core 2 Quad 
Core 2 Duo 
Pentium D 
Pentium 4        
Pentium 
Celeron D 
Celeron
<b>AMD Socket AM2 / AM2+</b> 
Phenom II X6
Phenom II x4 
Phenom II x3 
Phenom
Athlon 64 FX 
Athlon 64 X2 
Athlon 64 
Sempron



